EXISTING ROOFING TO REMAIN.

AND FELT PAPER. DISCARD OFF~SITE,
INSTALL NEW ASPHALT SHINGLES OVER
15 LB. .FELT PAPER.

ROOF DRIP EDGE TO REMAN.

PREFINISHED 5" SEAMLESS ALUMINUM
GUTTER AND DOWNSPOUTS.

PREFINISHED ALUMINUM FASCIA
OVER EXISTING WOOD FASCIA.

CONTRACTOR TO REMOVE ALL THE
EXISTING SOFFIT MATERIAL AND
DISPOSE OF OFF-SITE.

PREFINISHED ALUMINUM VENTED

~ SOFFIT.
4/ CLOSURE TRIM ATTACHED 10 2 x 4
/ WOOD BATTEN.

PREFINISHED STEEL WINDOW TRIM
BOXED AROUND WINDOW. DRIP EOGE
TRIM- AT WINDOW AND DOOR HEAD.
CAULK ENTIRE PERIMETER. (TYPICAL)

BENT PREFINISHED STEEL CORE SILL.
DEPTH MAY VARY.

2 x 4 WOOD FURRING TYPICALLY
BOXED AROUND ALL OPENINGS.

A

. 29 GA. PREFINISHED STEEL CORE
- SIDING.

1-1/2" INSULATION BOARD GLUED
BETWEEN FURRING STRIPS. 2 x 4
HORZONTAL FURRING STRIPS @ 36”
0.C. MAXIMUM.

R

2 x 4 TREATED WOOD BASE STRIP.
WRAP WITH 15LB. FELT PAPER. USE

STAINLESS STEEL ANCHORS. (TYP.)

PREFINISHED STEEL CORE CLOSURE
TRIM. (TYPICAL)

METAL SIDING

/A WALL SECTION

\1/ SCALE: 3/4" = 1'=0"

CONTINUQUS GALVANIZED DRIP EDGE
ALONG ROOF EDGE. (TYPICAL)

REMOVE EXISTING ASPHALT SHINGLES

AND FELT PAPER. DISCARD OFF-SITE.
INSTALL NEW ASPHALT SHINGLES OVER
15 LB. FELT PAPER.

' v PREFINISHED ALUMINUM FASCIA
b OVER EXISTING WOOD FASCIA
TRIM, TUCK UNDER NEW ROOF
DRIP EDGE.

[~——— 29 GA. PREFINISHED STEEL CORE
SIDING.

1-1/2" RIGID INSULATION. (TYP.)

avavava%a¥i |

/D GABLE END WALL

W SCALE: 3/4" = 1'~0"

(T e e A e NN Y v Vet vava e
N

26 GA. PREFINISHED STEEL CORE 2 x 4 TREATED WOOD FURRING 1-1/2" INSULATION BOARD GLUED

CORNER TRIM. (TYPICAL) STRIPS TYPICAL @ CORNERS. BETWEEN FURRING STRIPS. 2 x 4
WPAP WITH 15 LB. FELT PAPER HORIZONTAL FURRING STRIPS € 36"
USE STAINLESS STEEL ANCHORS 0.C. MAXIMUM.

TO ANCHOR TO EXISTING CMU.

/B CORNER PLAN VIEW

1 SCALE: 3/4" = 1'=0"

S

" REMOVE EXISTING OVERHEAD — ([ =<C
DOOR WEATHER SEAL, PLACE :
PREFINISHED STEEL SHEET
STOCK TO FINISHED FLOOR
OR TO TOP. OF THE PRECAST ————— . -
CONCRETE JAMB. VERIFY.
SEE ELEVATIONS. PROVIDE
& SECURE NEW WHITE PVC

R SEAL on ALL SIDES IR IR KX IIIIIIIKS
TN S

OVER STEEL STOCK.

WRAP FACE OF OVERHEAD DOOR 2 x 4 TREATED WOOD FURRING
JAMB WITH PREFINISHED STEEL STRIPS TYPICAL @ CORNERS.

CLOSURE. TRIM. CAULK ENTIRE WPAP WITH 15 LB. FELT PAPER
PERIMETER. USE STAINLESS STEEL ANCHORS

TO ANCHOR TO EXISTING CMU.

/ £\ OVERHEAD DOOR JAMB

\1/ SCALE: 3/4" = 1'~0"

. !

29 GA. PREFINISHED STEEL CORE 1-1/2" INSULATION BOARD GLUED

SIDING. BETWEEN FURRING STRIPS. 2 x 4
HORIZONTAL FURRING STRIPS € 36
0.C. MAXIMUM.

/¢ WALL PLAN VIEW

SCALE: 3/4" = 1'-0"

S
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— —— N
|_ \ CONTRACTOR TO REMOVE ALL THE
EXISTING SOFFIT MATERIAL AND
5 \ DISPOSE OF OFF-SITE.
PREFINISHED ALUMINUM VENTED
SOFFIT.
CLOSURE TRIM ATTACHED T0 2 x 4

WOOD BATTEN.

29 GA. PREFINISHED STEEL CORE
SIDING.

1=1/2" INSULATION BOARD GLUED
BETWEEN FURRING STRIPS. 2 x 4
HORZONTAL FURRING STRIPS @ 36"
52 0.C. MAXIMUM.

/A WALL SECTION

W SCALE: 3/4" = 1'=0"

GENERAL NOTES

CONTRACTOR TO PROVIDE SUFFICIENT BLOCKING AS DETERMINED
BY MODOT FIELD REPRESENTATIVE FOR LIGHTING FIXTURES,
CONDUITS, METERS, SATELLITE DISHES, ETC. THESE FIXTURES
WiLL BE REMOVED BY THE CONTRACTOR AND REATTACHED BY
THE CONTRACTOR.

SIDING COLOR AS SELECTED FROM MANUFACTURER'S STANDARD COLOR
COLOR CHART BY THE MODOT FIELD REPRESENTATIVE,

ALL DEBRIS TO BE REMOVED OFF-SITE.

WHEN INSTALLING THE NEW METAL EXTERIOR WINDOW SILLS AND
JAMB TRIM, THE CONTRACTOR IS TO REMOVE ALL OLD CAULK,
INSTALL TRIM AND RECAULK. COLOR TO MATCH TRIM COLOR.

PROVIDE FASCIA TRIM AS REQUIRED AT ALL MAN DOOR PORCHES.

NEW DOWNSPOUT MINIMUM SIZE TO MATCH EXISTING SIZE REMOVED.
PROVIDE ADAPTERS WHERE REQUIRED INTO EXISTING STORM SEWER.

PROVIDE CONTINUOUS DRIP EDGE AT ALL DOOR AND WINDOW
HEADS AND ABOVE HVAC UNITS AND EXHAUST FANS.

CONTRACTOR RESPONSIBLE TO REPAIR LAWN AREA WITH TOPSOIL,
SEED AND STRAW IF DAMAGED DURING CONSTRUCTION.

DETAILS & GENERAL NOTES

MISSOURI DEPARTMENT NEW SIDING OF MAINTENANCE
OF TRANSPORTATION BUILDINGS - VARIOUS SITES
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